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B RT e-motion

Electro-mechanical tombstone
with 8 clamping devices

= Each clamping device can be actuated
and controlled independently

= Every station can be tooled with
different clamping devices

= Wireless transmission of power and data
via inductive coupler

= Permanent monitoring of clamping force
and jaw position

= Sealed and low maintenance

B Inductive couplers

Inductive transmission
of power and signals

= For mechatronic workholding,
handling systems and robotic

= Power transmission up to 1500 W

= Signal- and BUS transmission

= Protected according to IP 67

= Different versions and sizes available

B MM /CC e-motion

Electro-mechanical
universal 4-jaw chuck

= All motions / strokes are programmable

= Each jaw can be actuated and controlled
independently via an e-motor

= Automatic centering function

= Wireless transmission of power and data
via inductive coupler

= Permanent monitoring of clamping force
and jaw position under rotation

= Sealed and low maintenance

ELPS 4.0

Linear positioning sensor
inductive measuring principle

= |O Link Interface

= Analog output 0-10 V/ 4-20 mA

= High accuracy and repeatability

= Best EMV characteristics

= Protected according to IP 67

= Compact design / simple installation
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B HFKS-2G

High precision universal
open center chuck

= Weight-optimized chuck body
with best accessibility

= Multi jaw guide for high rigidity

= Centrifugal force compensation
for highest speed

= Optimized lubrication system

B EMX
Premium mandrel line

= For turning, milling and grinding operations
= High rigidity

= Highest accuracy

= Air sensing

= Vulcanized and wear-resistant collets

B Centco4

2+2 self centering
and compensating 4-jaw chuck

= Independent self centering clamping
in 2 axis via 1 central actuating piston
= Power operated via standard cylinder
= Suitable for round, rectangular
and asymmetric workpieces
= Centrifugal force compensation
= Large through hole
= Suitable for OD and ID clamping

B COMOT

Innovative collet chuck

= Optional premium adapter for workpiece
specific high precision collets

= Use of standard collets

= To mount clamping mandrels
of the ,Connect” series

= Air sensing

= Air purge

= Radial fine adjustment



B RX

Revolutionary steady rest
with innovative technology

= Extra compact design with smallest
outside dimensions

= \ery large clamping range

= Integrated coolant flush

= Highest accuracy and repeatability

= Linear stroke control system

B Centco4-MLW
4-jaw manual chuck

= Independent self centering clamping in 2 axis
via 1 central, manual actuating mechansim

= Mechanical centering of the workpiece

= Clamping of every workpiece
geometry possible

= Long lifetime due to case hardened parts

= Suitable for OD and ID clamping

B KNCS-2G

Power operated quick jaw
change chuck with sealing

= Long maintenance intervals

= Highest machine availability

= Optimized lubrication system

= Constant grip force for constant
workpiece quality

B CSC

Crank shaft chuck
with retractable jaws

= Self centering or compensating clamping

= Quick and safe automatic loading of the
crank shaft by retractabale jaws and centers

= Highest chip removal because of integrated
hydraulic locking system

= Maximum machine availability
by permanent oil bath lubrication

= Fully sealed and low maintenance
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B WPS / WPS Mini

Zero point system
for workpiece direct clamping

= Manual central quick actuation

= Highest repeatability

= Maximum pull-in and holding forces
= Best accessibility

= Sealed and low maintenance

ESLX

Hydraulic long-stroke vise

= Automated quick jaw change

= Clamping force monitoring
via pressure switch

= Monitoring of the base jaw
position via LPS 4.0

= Sealed and low maintenance

B ZeroAct e-motion

Electromechanical
zero point module

= Electromechanical drive

= Flat design

= Inductive component detection
= Sealed and low maintenance

B WPS-PPD

Workpiece preparation device

= Perfect for OP 10 to prepare the workpiece
for direct clamping system WPS in OP 20

= Fine adjustment of the clamping height

= High clamping forces

= \Version with pendulum function available

= Interchangeable clamping inserts
(serrated / smooth / plastic)



SMW-AUTOBLOK Spannsysteme GmbH
Postfach 1151 « D-88070 Meckenbeuren
WiesentalstralRe 28 « D-88074 Meckenbeuren
Tel. +49 (0) 7542 - 405 -0

Vertrieb Inland: vertrieb@smw-autoblok.de
Fax +49 (0) 7542 - 3886

Sales International: sales@smw-autoblok.de
Fax +49 (0) 7542 - 405 - 181

U.S.A.

SMW-AUTOBLOK Corporation

285 Egidi Drive - Wheeling, IL 60090
Tel. +1 847 - 215 - 0591

Fax +1 847 - 215 - 0594

E-mail » autoblok@smwautoblok.com

Great Britain

SMW-Autoblok Telbrook Ltd.

7 Wilford Industrial Estate

Ruddington Lane, Wilford

GB-Nottingham, NG11 7EP

Tel. +44 (0) 115 - 982 1133

E-mail » info@smw-autoblok-telbrook.co.uk

Mexico

SMW-AUTOBLOK Mexico, S.A. de C.V.
Acceso lll No. 16 Int.9,

Condominio Quadrum

Industrial Benito Juarez

Querétaro, Qro. C.P. 76120

Tel. +52 (442) 209 - 5118

Fax +52 (442) 209 - 5121

E-mail » smwmex@smwautoblok.mx

Turkey

SMW AUTOBLOK Makina San. Ve Tic. Ltd. $ti.
Yenisehir Mah, Osmanli Blv, Volume Kurtkdy Ofis
No:9, Kat:1, D:4, 32912, Pendik istanbul

Tel. +90 216 629 20 19

E-mail » info@smwautoblok.com.tr

Czech Republic | Slovakia
SMW-AUTOBLOK s.r.o.
Merhautova 20

CZ-613 00 BRNO

Tel. +420 513 034 157

Fax +420 513 034 158

E-mail » info@smw-autoblok.cz
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France

SMW-AUTOBLOK

17, Avenue des Fréres Montgolfier Z.l Mi. Plaine
F-69680 Chassieu

Tel. +33 (0) 4 - 727 - 918 18

Fax +33 (0) 4 - 727 - 918 19

E-mail » autoblok@smwautoblok.fr

China

SMW-AUTOBLOK (Shanghai) Work Holding Co.,Ltd.

Building 6, No.72, JinWen Road, KongGang
Industrial Zone, ZhuQiao Town, Pudong District
201323, Shanghai P.R. China

Tel. +86 21 - 5810 - 6396

Fax +86 21 - 5810 - 6395

E-mail » china@smwautoblok.cn

Russia

SMW-AUTOBLOK Russia
B.Tulskaya str.,10, bld.3, off.323,
115191 Moscow (Russia)

Tel. +7 495 -231-1011

Fax +7 495 -231-1011

E-mail » info@smw-autoblok.ru

Poland

SMW-AUTOBLOK Poland Sp.z.0.0
Ul Ligocka 103 - Building 8

40-568 Katowice

Tel. +48 (0) 664 673 428

E-mail » info@smwautoblok.pl

Sweden | Norway
SMW-AUTOBLOK Scandinavia AB
Kasernvagen 2

SE - 281 35 Hassleholm

Tel. +46 (0) 761 420 111

E-mail » info@smw-autoblok.se

AUTOBLOK s.p.a.

Via Duca D*Aosta n.24

Fraz. Novaretto

1-10040 Caprie - Torino

Tel. +39 011 - 9632020

Tel. +39 011 - 9632121

Fax +39 011 - 9638456

E-mail » autoblok@smwautoblok.it

Japan

SMW-AUTOBLOK Japan Inc.

1-56 Hira, Nishi-Ku

461-Nagoya

Tel. +81 (0) 52 - 504 - 0203

Fax +81 (0) 52 - 504 - 0205

E-mail » japan@smwautoblok.co.jp

Spain

SMW-AUTOBLOK IBERICA, S.L.

Ursalto 10 -Nave 2, Pol. 27 -Mateo Gaina
20014 San Sebastian (Guiptzcoa) (Spain)
Tel. +34 943 - 225 079

Fax +34 943 - 225 074

E-mail » info@smwautoblok.es

India

SMW-AUTOBLOK Workholding Pvt. Ltd.,
Plot No. 4, Weikfield Industrial Estate,
Gat No. 1251, Sanaswadi, Tal — Shirur,
Dist — Pune. 412 208

Tel. +91 2137 - 616 974

Fax +91 2137 - 616 972

E-mail » info@smwautoblok.in

Taiwan

SMW-AUTOBLOK Taiwan

No. 6, Shuyi Rd., South Dist.,
Taichung, Taiwan

Tel. +886 4-226 10826

Fax +886 4-226 12109

E-mail » taiwan@smwautoblok.tw

Korea

SMW-AUTOBLOK KOREA CO., LTD.
1108 ho, Baeksang Startower 1st,

65, Digital-ro 9-gil, Geumcheon-gu
Seoul, ROK-08511, Korea

Tel. +82 2 6267 9505

Fax +82 2 6267 9507

E-mail » info-korea@smw-autoblok.net



